
 

 

Machinery Cleaning Guide -  
Komatsu  Dozers   

Biosecurity  

Publication series 

April 2016 

 



Biosecurity 

Department of Agriculture  and Water Resources  1 
Komatsu Dozer 

DISCLAIMER  

The information provided in this guide merely aims to assist machinery importers meeting the 

import conditions. This guide is not exhaustive and the Department of Agriculture and Water 

Resources makes no warranties or representations with respect to the accuracy or completeness 

of that information and will bear no liability with respect to that information. Importers must 

satisfy all biosecurity concerns and comply with biosecurity conditions applicable at the time of 

entry. The Commonwealth through the department is not liable for any costs arising from or 

associated with decisions of importers to import based on conditions presented here which are 

not current at the time of importation. It is the ÉÍÐÏÒÔÅÒȭÓ ÒÅÓÐÏÎÓÉÂÉÌÉÔÙ ÔÏ ÖÅÒÉÆÙ ÔÈÅ ÁÃÃÕÒÁÃÙ 

and completeness of the information at the time of importation.  

Inquiries regarding this document should be directed to: 

Department of Agriculture and Water Resources 

Machinery Team 

PO Box 222 

Hamilton QLD 4007 

 

Within Australia Phone: 1800 900 090 

Outside Australia Phone: +61 7 3246 8706 

Email: machinery@agriculture.gov.au  

 

© April 2016 

The Department of Agriculture and Water Resources 

This work is copyright. Apart from any use as permitted under the Copyright Act 1968, no part 

may be reproduced by any process without written permission from the First Assistant Secretary, 

Compliance Division, Department of Agriculture and Water Resources. 

Information in th is document is correct at time of publishing. Biosecurity conditions may change 

without notice. Please contact the Department of Agriculture and Water Resources to confirm 

details.  
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Cleaning guidelines  
 

 
Landscape shot of a typical Komatsu Dozer. Structurally, the larger dozers (D51 to D375) are 

basically the same except for small variations and obviously size differences. The smaller 

Komatsu Dozers (D21 to D39) are a different style as shown below. 
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Tracks /track pads/bearing covers and rollers  

Description  Images 

The tracks on the dozer need to be 

rotated to ensure no biosecurity risk 

material is located behind the cogs, 

wheels (red arrows) and track pads. 

 

 
 

Track links (red arrow) need to be 

inspected and flushed to ensure 

cleanliness on all sections through the 

track. The final drive sprocket end 

capping needs to be flushed (black 

arrow ), visual inspection and flush if 

required behind the sprocket and bolt 

heads (blue arrow) . 

 

 

A visual inspection must be carried out 

on bolt heads (red arrow) and also 

flushing will be required behind the 

final drive and sprocket (blue arrows) . 
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Description  Images 

The underside of the track frame 

usually has drainage holes (red arrow) 

along the entire length of the frame, 

which need to be flushed.  Each of the 

individual track rollers and mounting 

points need to be flushed and rotated 

(black arrow s).  Most track frames are 

concave; some may also have 

structural supports in the hollow 

section as well and will require 

thorough flushing along cavity to 

ensure cleanliness (blue arrow) . 

 

 

The inside front track support plate 

needs to be flushed (red arrow) and 

the cover plate below needs a thorough 

inspection inside as well as outside and 

flush (black arrows). The hollow cavity 

below the track frame (blue arrows) 

will require flushing via the slight 

opening around the bolts.   

 

 

The individual track links (red arrows) 

need to be inspected and flushed if 

required. Easier to do when rotating 

the tracks when moving the machine 

off the pad.  Also flush the inside track 

carrier rollers and supports (black 

arrow s) on all sides. 
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Description  Images 

The track carrier rollers mounted on 

the track frame must be inspected and 

flushed (red arrows) on all sides. 

 

 

All track frame components with gap 

plates that have a seam (black arrows) 

must be flushed.  Also a visual 

inspection followed up with flushing on 

all sides is required on the inside of the 

track rock guard/guide support (red 

arrow). Each individual track plate 

(blue arrow) must be inspected and 

cleaned if required during the rotation 

of the tracks. 

 

 

On some models the rock guards (black 

arrows) must be removed prior to re-

inspection. You must ensure that the 

rock guards on the inside of the track 

are removed as well. 

 

 

 



Biosecurity 

Department of Agriculture  and Water Resources  7 
Komatsu Dozer 

Description  Images 

Some models e.g. D65, D85 have an 

access point (cover normally has 2 

bolts) on the topside of the track frame. 

Once removed a thorough inspection 

and flush is required from both access 

points as this is a large hollow section. 

 

 

 

After flushing a visual inspection is 

required to ensure all biosecurity risk 

material has been removed. 
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Front end and underside of engine bay  

Description  Images 

The radiator grill must be opened, allowing 

full access to the radiator and surrounds 

 

 

The structural frame for all front ends 

needs to be inspected for channels (red 

arrows), flush if required. 
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Description  Images 

Make sure the belly pans are removed. A 

visual inspection of all accessible areas 

under the machine is required and flushing 

of all channels identified. Particular 

attention should be applied to any hydraulic 

hoses, bolts, electrical conduit, parts that 

are bolted to the frame, engine block, bolts 

and bolt holes and pivot points. 

 

 

 

Below the front nose structure frame is a 

noticable channel/hollow area (red arrow)  

running up the side of the frame. Flushing 

of the support brace (black arrow) is 

required as well as a visual inspection of 

any bolts (blue arrow) . 
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Description  Images 

The frame side structure is hollow and 

requires flushing, some models may require 

bolts to be removed (red arrow). On this 

model there is a plate and lights across the 

top that requires flushing (blue arrow).  

Some models have support structures 

(black arrow) around the radiator that 

require a visual inspection. The hinge swing 

brackets will also require flushing (green 

arrow).  
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Description  Images 

Harmonic Balancers are found at the front 
of the engine block. These areas are 
generally hollow and can harbour 
contamination. Also check pulleys and all 
parts associated with the engine for 
biosecurity risk material. 

 

 

 

 

This picture shows that on some models 

there are bolts along the underside chassis 

rail.  These have to be removed and flushed. 

On some machines there might be plugs, 

cork or silicon in place of the bolts, they still 

have to be removed and flushed. Visual 

inspection is required on all bolt heads and 

nuts (red arrow s). 
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Engine bay and housing  

Description  Images 

These pictures show a typical engine bay.  

All non-affixed panels must be removed and 

cleaned as required. Specific areas of 

concern are the engine block, between 

cylinder heads, air filter, hydraulics, bolts 

and inside the chassis rails.   
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Description  Images 

On some models there is a fibrous heat 

shield around the turbo or exhaust vents, 

they must be removed and cleaned. Air 

filter must be removed and if required 

cleaned with high pressure air. 

 

 

 

Always visually check all areas of the engine 

block including any attachments (black 

arrows).  All hoses must be rotated to 

ensure all sides are clean. Seams between 

cover plates are common and must be 

flushed. 
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Description  Images 

Some models could have a radiator grill 

(red arrow), as shown below, and must be 

removed for access.  The radiator shroud 

(green arrow) has to be flushed, specifically 

towards the corners top and bottom.  Any 

oil coolers (black arrow) present must be 

flushed in the presence of the officer. 

 

 

 

The topside of a typical dozer block. Check 
between each tappet cover (red arrow) and 
along the centre of the block. Best to flush 
these areas after visual inspection to ensure 
all contamination has been removed. All 
ancillary items must be six sided inspected, 
specific attention must be made to all hoses, 
bolts and clamps. 
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Cabins and below floor pans  
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Description  Images 

Note the floor pans and seat are still 
attached and need to be removed for 
cleaning and access to the transmission 
area under the floor. All rubber boots, 
vents, clamps and box channels must be 
verified clean. 

 

 

 

As shown, all non affixed panels must be 

removed 
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This picture shows the above panel 

removed. Once the panel is removed some 

models have hollow box channels that 

support the cabin floor area frames (red 

arrows) around the lip for strength. If the 

box channel is identified then flushing is 

required. The use of mirror and torch is a 

useful aid to ensure no biosecurity risk 

material is below and/or underneath the 

floor pans. All hoses, clamps, blocks and 

bolts must be inspected. 

 

 

The seat has to be removed to allow access 

to the top of the transmission and to any 

compartments that are behind the seat.  

Once the seat has been removed, ensure the 

rubber seat shroud is clean inside. 

 

 
 

These pictures are examples of 

compartments behind the seat that must be 

opened and inspected. Look and check for 

cabin air filters and hollow areas behind 

these filters. 

 

 

 

 


















